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WheelSpare Collets Rubber Abrasive

Micro Types: Composite coated Air Tools, 

aluminium body, non-skid coating, strong engine, high-speed and 

adjustable speed. In mould workshops and general grinding processes. 

Ø 2.35 Ø 30Ø 3.0 Ø 30Ø 6.0 Ø 30

Order Technical Information    /    6.3 Bar Price

DG-M5  € 70,00

DG-M  € 190,00

DG-M8  € 220,00

ET-1  € 140,00

Rotary Air Grinder Tool Micro Rotary Air Grinder Tools

Rotary Air Grinder Tool

Rotary Air Grinder Tools   (for mounted points)

Accessories for Rotary Air Grinder ToolRotary Air Grinder Tool

Order Code:  AG-260

ET-1

DG

Order Code:  AG-360
Order: NAK-A90

Order: NAK-A45

Order Code:  AG-460

For applications such as grinding, milling, brushing and polishing 

with felts. 

High torque, silent and well balance. Ideal for precision grinding 

and finishing works. For applications such as grinding, milling, 

brushing and polishing with felts. 

High torque, heavy-duty, general purpose applicable on deburring,

chamfering, milling, pre-polishing and finishing. Compact design 

and comfortable usage.  

Rpm: 60.000

Collet Ø: 3.0 mm

Dimensions: Ø 20 x Length: 160 mm 

Hose Unit: Inclusive

Weight: 140 g.

Rpm: 35.000

Collet Ø: 3.0 mm

Dimensions: (NAK-A90) Ø 19 x Length: 158 mm      Weight: 220 g.

Dimensions: (NAK-A45) Ø 19 x Length: 162 mm      Weight: 250 g

Hose Unit: Inclusive       

Angled Grinder 900

Angled Grinder 450

Rpm: 60.000

Collet Ø: 2.35 mm - 3.0 mm

Dimensions: Ø 17 x Length: 159 mm 

Hose Unit: Inclusive

Weight: 130 g.

Rpm: 35.000

Collet Ø: 3.0 mm - 6.0 mm

Dimensions: Ø 22 x Length: 180 mm 

Hose Unit: Inclusive

Weight: 170 g.

Standard Accessories

Standard Accessories

Standard Accessories

During Operation: Please operate 

with 2–3 drops of oil per minute.

During Operation: Please operate 

with 2–3 drops of oil per minute.

During Operation: Please operate with 2–3 drops of oil per minute.

During Operation: 

Please use protective 

goggles, masks and 

ear plugs.

During Operation: Please operate 

with 2–3 drops of oil per minute.

During Operation: 

Please use protective 

goggles, masks and 

ear plugs.

During Operation: Please operate 

with 2–3 drops of oil per minute.

During Operation: 

Please use protective 

goggles, masks and 

ear plugs.

Collet Ø: 3 mm            

Collet Ø: 3 mm            

Collet Ø: 3 mm            

Collet Ø: 6 mm            

Rpm: 54.000

Rpm: 70.000

Rpm: 82.000

Rpm: 3.800

Weight: 200 g.

Weight: 200 g.

Weight: 200 g.

Weight: 200 g.

Length: 134 mm

Length: 134 mm

Length: 134 mm

Length: 171 mm

Air Hose Ø: 8 mm

Air Hose Ø: 8 mm

Air Hose Ø: 8 mm

Air Hose Ø: 8 mm

Collet Type Order Code

Ø 2.35 AG-672

Ø 3.0 AG-673

Ø 6.0 AG-676

Suitable 

Tools
Spare Part

Order 

Code

AG-90

AG-45

Ø 30 

Grinding Wheel
AGC01

Ø 30 

Rubber Band
AGS01

Ø 30 

Abrasive Disc
AGP01




